
ShinMaywa began designing and 
manufacturing waste collection vehicles in 
1958

The evolution of design with a focus on 
continued improvement has resulted in the 
GP-X Model Town Pack release to the market 
in 2008.

The Town Pack Compactor Body available 
sizes 4.1m³, 5.1m³ 6.2m³ 8.4m³ 10m³ 12m³
15.3m³ 20m³

Town Pack is a high efficiency vehicle 
designed with both mechanical and 
automated electrical controls.

The GP-X design is a culmination of 50 years 
of experience as the largest supplier of waste 
collection vehicles to the Japanese market. 

“TOWN PACK”

1958
1980 to 1989

2008
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General view of “TOWN PACK”



Town Pack Body



Town Pack Hopper



Town Pack Controls 
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Operation change switch 
(Loading / Discharge)

Hopper switch 
(Open / Close)

Ejection plate switch 
(Discharge / Retract)

Cabin Control Front Control 
Panel 

Control panel is the same 
as cabin controls except 
for operation change 
switch

Discharge Selector

Turn the discharge selector to CABIN or 
BODY FRONT.  Discharge operation can be 
done from the cabin or from the compactor 
controls located at the front of the body. 

Town Pack Controls 

Sweep out operation 
button (Start / Stop)
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Town Pack Controls 



Emergency Stops

Emergency stop 
buttons and bar are 
provided on both sides 
and under the hopper 
so that loading 
operation can be 
stopped immediately in 
case of an emergency.

Town Pack Controls 



Discharge Stop Switch

The discharge stop 
switch restricts all 
hydraulic movement for 
maintenance and 
cleaning purposes.

Turning 
Discharge stop 
switch to ON, 
illuminates  
yellow light.

stop

Town Pack Controls 



(1) Turning back

(4) Slide & Press(3) Compressing

(2) Slide & Press

Refuse placed 
into the hopper. 
The press plate 
turns back from 
the position 
shown. 

The slide and 
press plate 
slide down and 
crush the refuse

The press plate 
moves down to 
sweep the 
refuse in and 
compress 

The slide and 
press plate slide 
up to pack the 
refuse into the 
compactor body.

Waste-in

Waste Cycle



Discharge System

(1) The press plate turns back (2) The hopper lock is disengaged.

(3) The hopper opens
(4) The ejection plate moves 
backward and pushes the refuse 
out of the body.



When the hopper starts to close, the 
ejection plate moves forward 15cm so 
that the hopper doesn’t hit to the 
ejection plate. 

Discharge System



Sweep- Out Function

After discharging refuse 
from the body, sweep out 
remaining refuse in the 
hopper. The sweep-out 
button is active only 
when the hopper is open.



Bin Lifter Comb Design for 80ltr 
to 1100ltr Bins

(1)

(4)

(2)

(3)

Place Bin on Lifter

Lifter Cycle into hopper

Lifter Cycle

Lifter Cycle



Emergency Stop Button and Bar

Emergency stop 
buttons and bars are 
provided on both sides 
and under the hopper. 
Loading operation can 
be stopped immediately 
in an emergency.



Hopper Safety Props

A hopper safety props 
are provided on both 
sides. Hopper safety 
props hold up the 
hopper. This prevent 
the operator from 
being injured incase 
of hydraulic failure.



Communication Buzzer

Communication buzzer is 
located above load control 
system. This device helps 
communication between 
driver and operator. When 
the button is activated the 
buzzer sounds in cabin. 



Warning Alarm

The hopper 
sounds warning 
alarm 
automatically 
when the hopper 
is opening or 
closing.

Beep!! Beep!!



FRP hopper side cover

FRP covers are fitted on both sides 
of the hopper covering the cylinders 
and hydraulic hoses. 

This design feature has been 
incorporated to prevent injury via 
hydraulic injection from hose failure 
and FRP design also exceeds 
Australian Guard Standards.



Automatic Retracting Ejection Plate

The ejection plate automatically 
moves to forward position by the 
refuse pressure, allows the refuse to 
be compacted equally and efficiently. 



Hydraulic Hopper Lock

The hopper is locked securely by the hopper lock 
mechanism. This feature ensures that the hopper 
doesn’t open due to refuse pressure. Leak proof 
seal keeps sewage within the compactor body.



Hopper Anti-Fall Valve

The hopper lifting cylinder 
is fitted with solenoid 
check valve, which 
prevents the hopper from 
falling due to hydraulic 
hose failure.

STOP

Solenoid check valve



Shock-Absorbing Mechanism

The lift cylinders are fitted with cushioning  
mechanism for reducing hopper closing 
shock. 

Cushioned cylinders prevent cylinder 
damage,  and increase life duty cycle.



Anti-Scattering Rubber Seal 

The rubber plates are 
fitted to the bottom 
and side of the press 
plate to prevent 
scattering of refuse or 
sewage.



Sweep-Out Restriction Device

approx. 45 degrees 
or greater

The sweep-out switch in the cabin  
activates only when the hopper 
angle is at 45 degrees or greater .

Sweep-out restriction sensor



Electro Deposition Coating

The body and hopper are coated by 
electro deposition painting process. 
This process provides better adhesion 
of the paint thus providing better  rust 
proof protection.



Low Loading Noise Feature

All hopper cylinders are fitted 
with proximity switches, this 
feature stops the cylinder 
before stroke-end for reducing 
loading noise and pressure 
spikes in the system . 

Proximity switch

Proximity switch



High Tensile Steel

Body  Roof:  2.1mm
Side:   2.3mm     
Floor:  2.7mm

(50kg���� f/mm 2)

Hopper  Floor: 6.0mm (126 kg ���� f/mm 2)
Side: 4.5mm (60 kg ���� f/mm 2)

Press plate: 4.5 & 6.0mm
(60 kg ���� f/mm 2)

Ejection plate: 2.1mm
(50kg���� f/mm 2)

Boss



Special Materials

Slide rail Pins Side cover

Sewage tank Covers

Hot extrusion
section steel

Carbon steel

FRP

Stainless steel

Aluminum



Easy to Wash and Clean Compactor Body

The body is designed to slope downward, this 
feature allows sewage in the body to flow for 
collection in the sewage tank.

Ejection plate travel extension and stop at the end  of 
the body this provide opening for cleaning. Washing  
water can be drained from this opening.

GapSlope down

sewage tank
When the hopper is opening.



Easy to Apply Grease for Maintenance

Grease nipple

Grease nipple

Grease nipples are 
located in easy to 
access locations.

Grease nipple

Grease nipple



Aluminium Tailgate Shutter

The aluminium tailgate shutter was 
deigned and incorporated as an 
environmental and document 
confidentially feature.



Aluminum Roof Cover

The hopper is fitted aluminum roof cover that can 
be opened for maintaining hydraulic hoses, pipes. 
Cylinders and is used for cleaning inside of the 
hopper. The cover is fitted with gas spring 
cylinder for easy to open and close operation.



Canvas Cover

Canvas cover is provided over the gap between 
the body and the hopper at the hinge area. 
Canvas cover prevents oil escaping into 
atmosphere if hydraulic  hose fails.

Thumbscrews used for 
easy fixture and access.



Hopper Side Pockets

The pockets are provided on both sides of the 
hopper. This space is used for containing 
assorted accessories or tools that may be 
required.



Low Noise and Energy Saving Option

The high-performance electromagnetic valves and 
piston pump are adopted for hydraulic system. 
These design features reduces load operation 
noise and also improves fuel consumption.

80
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60

(dB)

79 dB
Standard

69 dB
Energy Saving 

Option

8.6m3 TOWN PACK

Conditions

Behind: 5m

Height: 1.2m



Flat Floor Design

Flat single sheet floor design provides easier comp action and 
discharging of refuse. This design allows for easie r cleaning 
and maintenance.



Sewage Tank

110Ltr sewage stainless located 
at bottom of hopper. Sewage 
tank fitted with a rubber sealed 
shutter. All the sewage from 
body is collected in this tank.

Easy to open the shutter.


